REOTEMP Series M32

3-VALVE MANIFOLD

Manifolds are essential for protecting differential pressure
instruments and for easily removing an instrument from service for
maintenance, testing, and replacement.

L)
Wmﬁ FEATURES / BENEFITS |

5 i g e ' . Complies with MSS SP-99 and MSS SP-132 Standards
aa . s

Where Applicable
* Rolled Threads for Strength, Durability, and Ease of Use
+ 316SS Body Option Complies with NACE MR0175
* Vent Plug Comes Standard

» Leak Tested Before Shipping
» Can be Pre-installed on Many Reotemp and Customer
Supplied Instruments

<
> SPECIFICATIONS I
< il
m
0 Body Materials 316 Stainless Steel, Carbon Steel,
Available Monel, Hastelloy C276, Duplex 2205,
Super Duplex 2507
Max Pressure Rating 10,000 psi
Available

Min/Max Temperature -67°F to 1,000°F
Ratings Available

Seats Available Hard, POM, PEEK, PCTFE, ETFE

Connections Available 1/4" NPT, 1/2" NPT, Flanged, DIN EN
61518-A, DIN EN 61518-B, Grooveless
Flanged, Coplanar
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Series M32 REOTEMP

3-VALVE MANIFOLD

M32TSHVXNNS Dimensional Drawing

1/2" NPT - 14 OUTLET
1/2" NPT - 14 INLET

Outlet View Inlet View
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REOTEMP

Series M32

3-VALVE MANIFOLD

HOW TO ORDER: Choose options to build a part number. For example: M32TSHTXNBS-TS

M32 TS
I I

VALVE TYPE BODY
CONFIGURATION

M32 = 3-Valve Manifold
Process Grade

TS = Straight Handles

TE = Enclosure Style

WS = Standard Wafer

WB = Wafer w/Inlet on
Bottom

WC = Compact Wafer

CS = Coplanar

CT = Traditional Coplanar

CH = Short Coplanar

H T
| |

SEAT STEM SEAL
H = Hard Seat T = PTFE Packing
(Integral) V = High Pressure FKM
S = Soft Seat! O-Ring®

G = Graphite Packing

H = High Pressure PTFE
Packing?

J = High Pressure Graphite
Packing?

F = FKM O-Ring Seal

"Available for TS only.

TA = Angled Handles DBB

RC = Compact Style

RM = Mini Style
<
>
<
m
(7]
OUTLET MATERIAL
CONNECTION
N = 1/2” NPT Female S =316SS
4 =1/4” NPT Flange M = Monel 400"
F = Standard Flange H = Hastelloy
A =DIN EN 61518-A Flange* C-276"
B = DIN EN 61518-B Flange* C = Carbon Steel"
G = Grooveless Flange® 7 = Super Duplex™
C =2051/3051 Coplanar*
""Not available for
“Hard seat only RM and CH
5TS with soft seat only. Does
not come with vents.
61

2Available for RC only

3Available for TS and RM only

-TS
I

OPTIONS

-OX = Cleaned for Oxygen Service®

-HT = Internal Hydrostatic Test

-PM = Positive Material Test

-MR = MTR for Body

-PP = Power Piping According to
ASME B31.1°

-MT = Medium Low Process
Temperature (-40°F)'™

-LT = Very Low Process Temperature
(-67°F)°

-M3 = 2" SS Pipe Mounting Bracket for
Vertical Installations

-FP = No Vent/Bleed Port

-TS = Stainless Steel Tag

8Max temperature is 392°F at 1,305
psi. Max pressure is 6,000psi at 140°F.

SGraphite packing with S body only

1OMT is not available with carbon steel,
FKM, or PEEK. LT requires a hard seat
or PCTFE soft seat, PTFE stem seal,
and S body.

(800) 648-7737 reotemp.com
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SEAT/TIP INLET
CONNECTION

X = Hard Seat (Integral) - Standard N = 1/2" NPT Female
S = Hard Seat with Stellite Valve Tip 4 = 1/4" NPT Female
P = POM - Standard Soft Seat® F = Flange

K = PEEK Soft Seat

F = ETFE Soft Seat

C = PCTFE Soft Seat”

R = Hard Seat with POM Tip

M = Hard Seat with PCTFE Tip

5POM is comparable to Delrin.

"PCTFE is equivalent to Kel-F.

Note: Not all combinations in the above table
are possible. Conversely, if a combination is
desired but not seen, ask your Reotemp Sales
Representative. Additional configurations and
options are available upon request.

A

VMC-0126




Series M32

REOTEMP

3-VALVE MANIFOLD

Flanged Outlet Manifolds

Body Configuration

Description

Available Connections

Flow Diagram

Instrument Instrument
Inlets
Traditional style Ilgn F:l o
mounting with 9
TS straight handles for a Outlets

standard design

Standard Flange
DIN EN 61518 Type A
DIN EN 61518 Type B

f

Process Process
Flow Flow
<
Instrument Instrument '2
<
®
Inlets
Traditional style 1/2" NPT
TS mounting with Flange
straight handles for a
standard design Outlets
Grooveless Flange 1
Process Process
Flow Flow
Instrument Instrument
Inlets
1/2" NPT
Traditional style 1/4" NPT
TE mounting designed
for transmitters that  Outlets
require an enclosure  DIN EN 61518 Type A
DIN EN 61518 Type B
Coplanar f
Process Process
Flow Flow
W
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REOTEMP

Series M32

S3NTVA

63

Body Configuration

3-VALVE MANIFOLD

Flanged Outlet Manifolds

Description

Wafer Standard
ws design with a
small footprint

Wafer design with
inlet connections
on the bottom of

the valve

wB

Wafer design with
compact handles
on one side of
manifold

wC

(800) 648-7737

reotemp.com

Available Connections

Inlets
1/2" NPT
1/4" NPT

Outlets
DIN EN 61518 Type A
DIN EN 61518 Type B

Inlets
1/2" NPT
1/4" NPT

Outlets
DIN EN 61518 Type A
DIN EN 61518 Type B

Inlets
1/2" NPT
1/4" NPT

Outlets
DIN EN 61518 Type A
DIN EN 61518 Type B

{1

Flow Diagram

Instrument Instrument

Process Process
Flow Flow
Instrument Instrument
Process Process
Flow Flow
Instrument Instrument
Process Process
Flow Flow
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Series M32 REOTEMP

3-VALVE MANIFOLD

Flanged Outlet Manifolds

Body Configuration Description Available Connections Flow Diagram

Instrument Instrument
Inlets
Integral design for  1/2" NPT
CS standard coplanar
mounting Outlets
Coplanar 1 1
Process Process
Flow Flow
Instrument Instrument §
=
<
Inlets 3
Integral design 1/2" NPT
for coplanar i
CT mounting with a 9
more traditional
orientation oLl 1 1
Coplanar
Process Process
Flow Flow
Instrument Instrument
Inlets
Integral design 1/2" NPT
CH for coplanar
mounting witha  Outlets
shorter body Coplanar 1 1
Standard Flange Process Process
Flow Flow

VMC-0126 I | “ (800) 648-7737 reotemp.com 64
(L
- i



REOTEMP Series M32

3-VALVE MANIFOLD

Threaded Outlet Manifolds

Body Configuration Description Available Connections Flow Diagram

Instrument

Direct mount

design for Inlets
straight pressure  1/2" NPT
TA instruments with

angled handles  Outlets
for a compact 1/2" NPT

manifold 1
Process
Flow
Instrument Instrument
Inlets
< Remote mount 1/2" NPT
,2 TS design with
r<n straight handles ~ Outlets
) 1/2" NPT
Process Process
Flow Flow
Instrument Instrument
Inlets
1/2" NPT
Remote mount 1/4" NPT
RC design with a
compact footprint  Outlets
1/2" NPT
1/4" NPT 1 1
Process Process
Flow Flow
Instrument Instrument
- Inlets
Mini Remc_)te 1/4" NPT
RM mount design
with the smallest
footprint ol T
1/4" NPT
Process Process
Flow Flow
65 (800) 648-7737 reotemp.com l . VMC-0126
|
Il




Valves and Manifolds REOTEMP

STEM SEAL OPTIONS

S3ANTVA

Packed Bonnet Seal Example
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REOTEMP Instrument Valves & Manifolds

VALVE SOFT SEAT CHART

Pressure Vs.Temperature (Soft Seat)

6500
6000
5500
5000
4500
4000
3500
3000
2500
2000
1500
1000

500

Process Media Pressure (psig)

S3NTVA

0 50 100 150 200 250 300 350 400 450
Process Media Temperature (°F)

e POM PEEK/PTFE Packing === ETFE === PCTFE

Soft Seat Ratings Minimum Temperature Soft Seat Ratings

POM 6,000psi at 200°F Soft Seat Value with No Options 0°F

6,000psi at 200°F

3.000psi at 400°F -MT Option Code -40°F

PEEK w/ PTFE Packing

ETFE 3,000psi at 200°F -LT Option Code -67°F

PCTFE 6,000psi at 200°F

Note: EN 61518 guidelines for direct mount manifolds state that the
max temperature on a flange mounted to a transmitter should not
exceed 248°F to protect the transmitter from excess heat.

| moears et
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Instrument Valves & Manifolds REOTEMP

VALVE HARD SEAT CHART

Pressure Vs. Temperature (Hard Seat)
11000

10000
9000
8000
7000
6000
5000

4000

Process Media Pressure (psi)
SANTVA

3000
2000

1000

0 100 200 300 400 500 600 700 800 900 1000
Process Media Temperature (°F)

=== PTFE Packing SS or CS HP KFM O-Ring SS or CS === Graphite Packing SS Graphite Packing CS
=== HP PTFE Packing SS === HP Graphite Packing SS — KFM O-Ring SS

Hard Seat Ratings Minimum Temperature Ratings

6,000psi at 200°F
4,000psi at 450°F No Additional Options 0°F

10,000psi at 200°F
2,000psi at 392°F

PTFE Packing SS or CS Body

High Pressure FKM O-Ring SS or CS Body

. o -MT Option Code -40°F
Graphite Packing and SS Body 165%%?)‘;?;?128805':
Graphite Packing and CS Body SR el A -LT Option Code -67°F

1,500psi at 500°F

10,000psi at 120°F
4,500psi at 450°F
7,200psi at 120°F Soft Tip Max Temperature

3,000psi at 1,000°F

6,000psi at 200°F
4,500psi at 392°F

High Pressure PTFE Packing and SS Body

High Pressure Graphite Packing and SS Body
POM 212°F
FKM O-Ring and SS Body

PCTFE 302°F

Note: EN 61518 guidelines for direct mount manifolds state that the
max temperature on a flange mounted to a transmitter should not
exceed 248°F to protect the transmitter from excess heat.
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REOTEMP Manifold Flanges

FLANGE DIMENSIONS

Flange Face Examples Flange Cutaway Examples

r— 2.13" —

+ + @0.73"
+ F N
1.63"
i A
& &
0.10"
Inlet Flange F Inlet Flange

<
>
< 0.71"
o
— t
i T
0.95" 0.37"
0.08" 0.08"
Outlet Flange F Standard Flange G Grooveless Flange DIN EN 61518 Type A DIN EN 61518 Type B
0.80" j
1.63" i
1.30" 0.20" == [=—
f-— 2.13"
Outlet Coplanar Flange C Coplanar Flange
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Manifold Mounting Brackets

REOTEMP

MANIFOLD MOUNTING BRACKET EXAMPLES

217" =

-M3 and M6 Vertical Mount
Example

-M3 and M6 Side View
Dimensional Drawing

-M3 and M6 Front View
Dimensional Drawing

<
>
<
m
(7]
0.98"
1.18"
-M5 Horizontal Mount Example M5 Vertical Mount -M5 Front V|ew_D|men5|onaI -M5 Top View I?|mens|onal
Drawing Drawing
le— 288" ~—‘
1
T O
288" [O O
L_ O g
-M1 and M2 Horizontal -M1 and M2 Front View -M1 and M2 Top View
Mount Example Dimensional Drawing Dimensional Drawing
Note: Brackets may differ for different body configuration styles.
Contact your Reotemp customer service representative for precise
drawings for your particular part number.
i
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REOTEMP Customization

VALVE MANIFOLD BOLT LENGTH OPTIONS

Bolt Length Options

_ Transmitter Kit Isolation Kit

B1 1" v N/A
B2 1.25" N/A v
B3 1.5" v N/A
B4 1.75" v N/A
<
>
< B5 2 v v
m
(7]
B6 2.5" N/A v
B7 2.75" 4 N/A
B8 3" v N/A
B9 3.25" N/A 4
Note: If no length is chosen, STD length will be
supplied.

|
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REOTEMP Valve Body Configuration

3-VALVE MANIFOLD VALVE OPTIONS

CONFIGURATION TYPE

TA. TS TE WS WB WC CS CT CH RC RM
MOUNTING OPTIONS

M1 S22 il el Bl sty e ez NA v NA NA NA NA NA NA NA NA NA
Installations

M2 22 27 iz louiniilue) Bleie ity okl NA v NA NA NA NA NA NA NA NA NA
Installations

M3  SS 2" Pipe Mounting Bracket for Vertical Installations v N/A N/A v v v v N/A N/A v N/A

SS 2" Pipe Mounting Bracket for Vertical and
Horizontal Installations

M6 CS 2" Pipe Mounting Bracket for Vertical Installations ~ N/A N/A  N/A v v v v N/A N/A  N/A NA
TESTS AND CERTS

M5 N/A v NA v v v v v NA NA NA

MR MTR for Body v v v v v v v v v v v
HT Internal Hydrostatic Test v v v v v v v v v v v
PM Positive Material Test v v v 4 v v v v v v v

TRANSMITTER MOUNTING KITS WITH HEX HEAD BOLTS (4) AND RING SEALS (2)

Transmitter Mounting Kit with CS Hardware and PTFE

K1 N/A v v v v v N/A N/A  N/A N/A N/A

Seals*
§ K2 Transmitter Mounting Klts\év;tlr;SS Hardware and PTFE NA v v v v v NA NA NA NA NA
— . . Lo
r<n K3 Transmitter Moucnstmg Klt with Css Hardware and N/A v v v v v NA NA NA NA NA
7 raphite Seals
Ka Transmitter Mounting Klt with SS Hardware and N/A v v v v v NA NA NA NA NA
Graphite Seals®
PROCESS MOUNTING ACCESSORIES
FC Carbon Steel Futbol (2 gg}g;&s, 4 Bolts, and 2 PTFE N/A v NA NA NA NA NA v NA NA  NA
ES Stainless Steel Futbol (2 Flanges, 4 Bolts, and 2 N/A v NA NA NA NA NA v NA NA  NA
PTFE Seals)
o | Eaisen ste) Al (ﬁtZ";’;gT:) 4Bolts, and 2 Graph-  \/n \jA N/A NA NA NA NA v NA NA NA
EG Stainless Steel Futbol §2 Flanges, 4 Bolts, and 2 NA NA NA NA NA NA NA v NA NA  NA
Graphite Seals)
DS SS Dielectric Isolation Kit (2 Seals, 4 Bolts, 4 Wash- N/A v N/A v v v N/A v NA NA NA
ers, 4 Bolt Sleeves)
DC CS Dielectric Isolation Kit (2 Seals, 4 Bolts, 4 Wash- N/A v N/A v v v N/A v NA NA NA
ers, 4 Bolt Sleeves)
EXTRAS
NP No Hex Plug in Bleed Ports v v v v v v v v v v v
oX Cleaned for Oxygen Service (PTFE Only) v v v v v 4 v 4 v v v
PP Power Piping According ASME B31.1 (Graphite Only) v v v v v v v v NA v N/A
MT Medium Low Process Temperature (-40°F) v v v v v v v v N/A v N/A
LT  Very Low Process Temperature (-67°F) (PTFE Only) v v v v v v v v NA v N/A
TS Stainless Steel Tag v v v v v v v v v v v
FP Flow Pattern Without Vents v N/A v N/A- N/A  N/A N/A NA v N/A N/A

“PTFE Seals have a temperature rating of 14-176°F.
SGraphite Seals have a temperature rating of -40-248°F.
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REOTEMP Manifold Assemblies

PROCESS GRADE VALVE MANIFOLD ASSEMBLIES

Instrument and Valve Assemblies

2.48" OPEN

-PP (Power Piping Option) H and J (High Pressure Packing)

Why order a Reotemp Instrument and Valve Assembly?

» Easy out-of-the-box installation

» All potential leak paths are factory tested (1,000 psi max)

» High quality sealant for each threaded connection

» Saves time in the field

» Fully customizable to include diaphragm seals, monoflanges, swivel adapters, etc.

S3NTVA

Traditional Manifold Mounted Wafer Manifold Mounted to
to Differential Pressure Gauge Differential Pressure Gauge

Why does every pressure instrument need the right valve?

» For easier maintenance and repair

» For quicker calibration checks

» For more control when putting an instrument into service

» For capturing process media before it vents to the atmosphere
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