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DIAPHRAGM TYPE MECHANICAL DIFFERENTIAL PRESSURE GAUGE

Series D30

•	 Rugged Design for General Purpose
•	 Weatherproof Rated to NEMA 4/IP65
•	 Working Pressure Up to 500 psi
•	 Over-range Protection to Max Working Pressure
•	 Popular for Flow, Vacuum, and Liquid Level

The Reotemp Series D30 Diaphragm Type Mechanical Differential Pressure Gauge is recommended when a low range is needed as well 
as a complete isolation of media between the high and low sides. The mechanism utilizes a pressure capsule, magnet, and calibrated 
rotary movement. This differential pressure instrument can be used for many applications but is ideally suited for flow, vacuum, and liquid 
level service.

FEATURES / BENEFITS

SPECIFICATIONS
Accuracy ± 2% Full Scale Ascending for 10" H2Od to 

400" H2Od; 
± 5% Full Scale Accuracy Ascending for 5" 
H2Od to 9.9" H2Od

Ambient Limits -40°F/200°F

Process Limits -40°F/200°F

Process Limits with 
Diaphragm Seal

Series D30 Cannot be Mounted to a 
Diaphragm Seal. See Series D40 for 
Gauges Mountable to a Diaphragm Seal.

Wetted Materials Body: Aluminum, Engineered Plastic 
Body, 316SS, or Brass
Internal Parts: SS 316 and Ceramic 
Magnet
Gasket/Seals: Buna, Viton, Silicone,
Neoprene, or Ethylene Propylene

Lens Acrylic (Std) or Safety Glass

Other Materials Case: Anodized Aluminum or Engineered 
Plastic

Fillable No

Maximum Working 
Pressure

500 psi for Aluminum, Brass, or SS Body 
300 psi for Engineered Plastic Body

Environmental 
Protection

NEMA 4 and IP65
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Reotemp Instrument Corporation
10656 Roselle Street

San Diego, CA 92121  USA
Phone: (858) 784-0710
Fax: (858) 784-0720

PART 
NAME

Kate Brasted

SHEET 1 OF 1

D30 45 P P X DM XXX XXX

3/29/2026

D3045PPX-DMXXX XXX

63

SIZE DWG NO REV

C 130PC-00-OO

FILE NAME:

CAGE CODE

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
DECIMALS  ANGLES       SURFACES
.X ± .03  ±1~
.XX ± .01
.XXX ± .005  FRACTIONS
.XXXX ` .002      ±1/32
RADII = 1/32

REVISION HISTORY
REV DESCRIPTION DATE APPROVED

COMPRESSION TUBE 
FITTINGS OR 
NPT CONNECTIONS

ENGINEERED 
PLASTIC (SHOWN),
ALUMINUM, BRASS, 
OR 316SS BODYCONNECTIONS 

ON TOP 
AND BOTTOM

ENGINEERED PLASTIC
OR ALUMINUM DIAL
CASE

n4.57" n6.27"

5.90"

5.82"

1.17"

6.26"

4.5" Dial with Engineered Plastic Body & Case
Side View

4.5" Dial with Engineered Plastic Body & Case
Front View
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DIAPHRAGM TYPE MECHANICAL DIFFERENTIAL PRESSURE GAUGE

Series D30

4.5" Dial with Engineered Plastic 
Body & Case Side View

4.5" Dial with Engineered Plastic 
Body & Front View
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DIAPHRAGM TYPE MECHANICAL DIFFERENTIAL PRESSURE GAUGE

Series D30

D30 4A A B -D4 XX    X

-ID10

HOW TO ORDER: Choose options to build a part number. For example: D304AB-D4XXX-ID10-M1

SERIES
�

D30 = Mechanical
DP Gauge
Diaphragm Style
(5-400" H2Od)

DIAL SIZE/ CASE 
MATERIAL

4P = 4.5” Dial, Plastic 
Case

3A = 3.5” Dial, 
Aluminum Case

4A = 4.5” Dial, 
Aluminum Case

BODY/
INTERNALS

A = Aluminum/
SS

S = 316SS/SS
B = Brass/SS
P = Engineered 

Plastic/SS

PROCESS 
CONNECTION

-D4 = 1/4” NPTF Top 
and Bottom

-DM = 1/4” Tube Fitting 
Top and Bottom3

3Carbon Steel Tube
Fitting for Plastic
Bodies; 316SS Tube
Fittings for metal
bodies.

SWITCH OR TRANSMITTER 
TYPE & HOUSING

XX = None

A3 = Single Reed Switch, Con-
dulet Enclosure

A4 = Dual Reed Switch, 
Condulet Enclosure

A5 = Single Reed Switch, NEMA 
4X Enclosure

A6 = Dual Reed Switch, NEMA 
4X Enclosure

A7 = Single Reed Switch, 
Condulet Enclosure with 
DIN Connector

A8 = Dual Reed Switch, 
Condulet Enclosure with 
DIN Connector

D3 = Single Reed Switch, 
Explosion Proof Enclosure4 

D4 = Dual Reed Switch, 
Explosion Proof Enclosure4

4Complete assembly rated 
Class I, Div. 1, groups A, B, C, D
Class II, Div. 1, groups E, F & G

ELECTRICAL 
SPECIFICATION

X = None 

A = SPDT, 3W, 0.25 
Amp 125VAC/Vdc

PRESSURE 
RANGE

-ID10 = 0-10"H2Od

-ID20 = 0-20"H2Od

-ID30 = 0-30"H2Od

-ID50 = 0-50"H2Od

-ID100 = 0-100"H2Od 

For Additional Range 
Codes See Page 105

DIAPHRAGM & 
GASKETS

B = Buna-N
V = Viton1

E = Ethylene 
Propylene1

N = Neoprene2

S = Silicone2

1Only available for 
ranges 0/20"H2Od to 
0/400"H2Od

2Only available for 
ranges 0/5"H2Od to 
0/100"H2Od

OPTIONS

-M1 = 2” Pipe Mounting Kit with Carbon Steel 

Bracket 

-M2 = 2” Pipe Mounting Kit with Stainless 

Steel Bracket 

-M3 = Wall Mounting Kit 

-SG = Laminated Safety Glass 

(ONLY with 4A Dial) 

-MP = Max Pointer (Not Available with SG or 

3.5" Dial)

-NC = NACE Compliant (Aluminum and SS 

Bodies Only ) 

-TS = SS Tag 

-OX = Cleaned for Oxygen Service 

-M1

Wetted

Wetted
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DIFFERENTIAL PRESSURE RANGES (DP GAUGES ONLY)
psid inH2Od bard mbard kPad

Code Range Code Range Code Range Code Range Code Range
PD1 0-1 psid ID10 0-10 inH2Od BD1 0-1 bard MD40 0-40 mbard AD2.5 0-2.5 kPad
PD3 0-3 ID20 0-20 BD1.6 0-1.6 MD60 0-60 AD6 0-6
PD5 0-5 ID30 0-30 BD2.5 0-2.5 MD100 0-100 AD10 0-10

PD10 0-10 ID50 0-50 BD4 0-4 MD160 0-160 AD25 0-25
PD20 0-20 ID100 0-100 BD6 0-6 MD250 0-250 AD40 0-40
PD50 0-50 ID150 0-150 BD7 0-7 MD400 0-400 AD100 0-100

PD100 0-100 ID200 0-200 BD11 0-11 MD600 0-600 AD250 0-250
PD200 0-200 ID400 0-400 BD55 0-55 MD1000 0-1000 AD700 0-700

PD6000 0-6000 BD400 0-400

Master Range Code Sheet

PRESSURE GAUGE RANGES AND CODES

SPECIAL RANGE TYPES
Receiver Ranges Refrigerant Ranges Tank Level Ranges

Code Element Dial Range Code Dial Range Refrigerant Code Range
P60 3-15 psi 0-100% N06 -30inHg to 160 psi Ammonia F14 0-24ft H2O
P61 3-15 psi 0-10 sq rt R06 -30inHg to 160 psi R134A F15 0-30ft H2O
P62 3-15 psi 0-100% & 0-10 sq.rt. R06A -30inHg to 160 psi R22 F15C 0-40ft H2O

R06C -30inHg to 160 psi R404A F16 0-60ft H2O
N07 -30inHg to 200 psi Ammonia F165 0-100ft H2O
N08 -30inHg to 300 psi Ammonia


